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1
ROCK DRILLING RIG AND METHOD FOR
POSITIONING THE SAME

RELATED APPLICATIONS

The present application is a U.S. National Phase Applica-
tion of International Application No. PCT/F12011/050471
(filed 24 May 2011) which claims priority to Finnish Appli-
cation No. 20105576 (filed 25 May 2010).

BACKGROUND OF THE INVENTION

The invention relates to method for positioning a rock
drilling rig. The rock drilling rig is driven to a drilling site for
drilling. The rock drilling rig is moved during positioning
entirely by means of combustion-engine-free electric drive
equipment. The necessary rotation torque is generated with
an electric drive motor controlled by a control device. From
the drive motor, the rotation torque is transmitted over a
transmission connection to the traction wheels.

The invention further relates to a rock drilling rig.

The field of the invention is described in more detail in the
preambles of the independent claims.

In mines, rock drilling rigs are used to drill boreholes at
planned drilling sites. When the boreholes have been drilled,
the mining vehicle is transferred to the next drilling site for
drilling a new drilling fan or face. In underground mines, in
particular, it is advantageous to perform the transfer drive by
means of power produced by an electric motor. The energy
required by the transfer drive may be stored ina battery. Exact
positioning at a drilling site is often a demanding procedure.
The task is further complicated by the fact that the ground
may be uneven at the drilling site and the drilling site may be
in a narrow tunnel. It is difficult to drive the known rock
drilling rigs into drilling sites, because their drive equipment
is poorly suited for exact positioning.

BRIEF DESCRIPTION OF THE INVENTION

The object of the present invention is to provide a novel and
improved rock drilling rig and a method for positioning the
same.

The method of the invention is characterised by transmit-
ting the rotating motion of the drive motor over a mechanical
anti-slip transmission connection to the traction wheel; main-
taining the ratio between the drive motor rotation rate and
traction wheel rotation rate constantly the same during posi-
tioning; and only using an electric drive motor to move and
stop the rock drilling rig during positioning.

The rock drilling rig of the invention is characterised in that
between the electric drive motor and traction wheel, there is a
mechanical anti-slip transmission connection; that the rock
drilling rig comprises at least one measuring device for deter-
mining the speed of the rock drilling rig; and that a control
unit has a control strategy, according to which it is adapted to
adjust the electric drive motor by means of a control device so
that the ratio between the speed and the speed request remains
constant.

The idea is that the rotation torque is transmitted from the
drive motor over a mechanical anti-slip transmission connec-
tion to the traction wheels. In addition, the rotation rate of the
drive motor is adjusted during positioning so that its rotation
rate in relation to the rotation rate of the traction wheel
remains constant. The rock drilling rig is moved toward the
required positioning place and it is stopped there by control-
ling the rotation of the drive motor.
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One advantage is that the rock drilling rig can be positioned
exactly at the positioning place, which means that navigation,
among other things, is trouble-free and quick. In addition, the
driving and stopping of the rock drilling rig are controlled,
since they are arranged to be done with the drive motor. The
improved movement control increases safety, decreases col-
lisions and dents, and also makes positioning more conve-
nient and easier for the operator.

The idea of an embodiment is to use only an electric drive
motor to move and stop the rock drilling rig during position-
ing. The primary brakes of the rock drilling rig, which typi-
cally are in connection with the wheels, then need not be used
at all. Thanks to this embodiment, positioning is easier to
control, because moving and stopping can be controlled with-
out the use of a separate brake. The operator only needs to use
one control element during positioning. In addition, the load
and maintenance need of the primary brakes decrease. Instead
of the primary brakes that are based on friction forces, this
embodiment utilises the torque of the drive motor during
stopping.

The idea of an embodiment is to use the electric drive motor
to keep the rock drilling rig in place. It is then not necessary
to use the primary brakes of the rock drilling rig and their
parking brake function in keeping the rig in place. Thanks to
this embodiment, it is easier to keep the rig positioned in
place, because it can be done without using the brakes. The
operator need not put any parking brake on separately, but the
electric drive motor acts as a type of parking brake and keeps
the rig automatically in place, when the speed request value
transmitted to the drive motor is zero. In addition, the load and
maintenance need of the normal parking brakes decrease.

The idea of an embodiment is to control the rotation of the
electric drive motor steplessly by means of at least one fre-
quency converter. With the frequency converter, the electric
motor can be controlled so that the movement of the rock
drilling rig is prevented when it is stationary. Further, when
driving on uneven ground and going over obstacles, for
instance, the rock drilling rig is stable to drive, because the
rotation rate and torque of the drive motor can be controlled
with the frequency converter so that it prevents any sudden
uncontrolled motion in both the driving direction and return
direction.

The idea of an embodiment is to measure the rotation of at
least one component in the drive equipment with at least one
sensor. The distance traveled by the rock drilling rig is deter-
mined on the basis of this measuring information and the
dimension of the traction wheel. The distance information
can be displayed to the operator on the user interface of the
rock drilling rig control unit. The operator enters manually
into the user interface a distance value that is the new desti-
nation site for positioning. After this, the control unit drives
the rock drilling rig to the entered new destination site. This
feature significantly facilitates the operator’s work and
improves positioning accuracy. The rock drilling rig usually
has to be positioned exactly at the drilling site so that the
boreholes can be drilled according to a predefined drilling
pattern. The location of the rock drilling rig can be measured
before navigation and the start of drilling with a measuring
device, such as a tunnel laser. When the measuring results
show that the rock drilling rig needs yet to be moved a specific
distance, such as 50 cm, onward, it is very simple for the
operator to enter this distance value into the control unit,
which having received a control command, drives the rig
automatically to the new position.

The idea of an embodiment is to set in the control unit a
highest allowed speed for the positioning drive. The control
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unit makes sure that the driving speed always remains below
the set maximum speed. This embodiment increases safety.

The idea of an embodiment is to set in the control unit a
speed range for the positioning drive. The control unit makes
sure that the driving speed always remains within the given
speed range.

The idea of an embodiment is that the rock drilling rig is
positioned at a drilling site with an uneven driving surface.
Due to the uneven driving surface, forces that try to affect the
rotation of the wheels are directed to the traction wheels.
However, during positioning the rotating rate of the drive
motor is kept essentially constant in relation to the speed
request despite the fact that torsional load changes are
directed to the traction wheels.

The idea of an embodiment is that the rock drilling rig is
positioned at a drilling site with a sloping driving surface in
the driving direction of the rock drilling rig. Due to uphill or
downbhill driving, forces that try to affect the rotation of the
wheels are directed to the traction wheels. However, during
positioning the rotating rate of the drive motor is kept essen-
tially constant in relation to the speed request despite the fact
that torsional load changes are directed to the traction wheels.

The idea of an embodiment is that the user interface of the
control unit has at least one manual control element to give a
transfer movement distance request manually to the control
unit. The control unit controls the drive motor to implement
the defined transfer movement.

The idea of an embodiment is that the user interface of the
control unit has at least one manual control element, in which
a transfer movement distance value is defined in advance.
One instance of use of such a control element generates an
actual transfer movement of the rock drilling rig with the
distance value defined in advance in said control element. The
user interface may have a push button, for instance, and one
push of the button provides a distance value of certain size to
the control unit. It is very simple for the operator to give a
transfer drive distance value to the control unit with this type
of control element. The user interface may have a display
device, on which the size of the entered distance value is
shown. Further, the user interface may have several control
elements with a different distance value in each of them.

The idea of an embodiment is that the control unit com-
prises at least two selectable speed ranges. The operator can
select the speed range to be used in the user interface of the
control unit. The first speed range may be designed for trans-
fer drives between drilling sites, and the second speed range
may be designed for slow positioning drives at the drilling
site.

The idea of an embodiment is that the control unit recog-
nizes the highest allowed speed for the run in at least one
section of the mine. The control unit takes into consideration
the location of the rock drilling rig and the maximum speed
data element, into which the highest allowed speed of at least
one section of the mine has been defined. When the rock
drilling rig is driven in the mine, it may automatically take
into consideration any predefined speed limits set for difter-
ent sections. In addition, the control centre of the mine may
change the speed data elements as conditions or traffic density
changes, for instance.

The idea of an embodiment is that the user interface of the
control unit has at least one manual control element, the
deflecting movement of which is of a size proportional to the
size of the speed request transmitted to the control device
controlling the drive motor. The response of the drive motorto
the deflection movement of the manual control element is
different for a transfer drive at high speed and for a position-
ing drive at low speed. In positioning and transfer drives, the

10

15

20

25

30

35

40

45

50

55

60

65

4

movement ranges of the control element may be scaled dif-
ferently. Further, the motion resistance resisting the deflect-
ing movement of the control element may be different in
different driving situations.

The idea of an embodiment is that the rock drilling rig is
equipped with at least one tilting sensor to detect a sudden
longitudinal tilt and sway of the rock drilling rig. The control
unit controls the drive power transmission so as to compen-
sate for the detected movement. Thanks to this embodiment,
it is possible to improve the stability of the rock drilling rig.

The idea of an embodiment is that the drive equipment
comprises at least one pulse sensor that generates pulses as at
least one component belonging to the drive equipment
rotates. Measuring data obtained from the pulse sensor is
transmitted to the control unit. The control unit controls the
rotation of the drive motor on the basis of the measuring data
with an accuracy of up to one generated pulse.

The idea of an embodiment is that a mechanical transmis-
sion connection comprises at least one gearbox that the drive
motor is arranged to drive.

The idea of an embodiment is that the drive motor is an
electric hub motor arranged directly on the shaft of the trac-
tion wheel.

The idea of an embodiment is to use the primary brakes
connected to the wheels of the rock drilling rig only under
exceptional circumstances. The drive motor serves as the
operating brake, and the primary brakes are only for emer-
gencies. When the stopping and keeping stationary of the rock
drilling rig is done by means of the electric drive motor and its
control, the operator need not use the brake pedal or a corre-
sponding control element of the primary or parking brakes at
all during a normal run. This makes the operator’s work
easier.

BRIEF DESCRIPTION OF THE FIGURES

Some embodiments will be explained in greater detail in
the attached drawings, in which

FIG. 1 shows schematically a rock drilling rig, which has
been positioned at a drilling site for drilling,

FIG. 2 shows schematically drive equipment with an elec-
tric drive motor connected to the traction wheels over a
mechanical anti-slip transmission connection,

FIG. 3 shows schematically a diagram of the electric drive
system,

FIG. 4 is a diagram illustrating the operations performed
with the rock drilling rig,

FIG. 5 shows schematically some driving situations, where
the drive equipment of the invention facilitates the work of the
operatot,

FIG. 6 shows schematically a user interface of the control
unit, and

FIG. 7 shows schematically and from the top the position-
ing of the rig to a fan-form drilling site.

Inthe figures, some embodiments are shown in a simplified
manner for the sake of clarity. Similar parts are marked with
the same reference numerals in the figures.

DETAILED DESCRIPTION OF SOME
EMBODIMENTS

FIG. 1 shows a rock drilling rig 1 comprising a movable
carrier 2 which is provided with one or more drilling booms
3a, 3b equipped with a drilling unit 4. The drilling unit 4 may
comprise a feed beam 5 provided with arock drilling machine
6 that may be moved on the feed beam 5 by means of a feed
device 7. The rock drilling machine 6 may comprise a per-
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cussion device 8 for generating impact pulses on a tool 9, and
a rotating device 10 for rotating the tool 9. Further, it may
include a flushing device. The boom 3a shown in the figure
and the drilling unit 4 arranged thereto are intended for drill-
ing boreholes in a face 11 of a tunnel or a corresponding
drilling site. Alternatively, the boom and the drilling unit
thereon may be designed for drilling fan-form boreholes in
the ceiling and walls of a rock cavern. Further, the rock
drilling rig 1 may comprise a boom 35 provided with a bolting
device 12 that also has a rock drilling machine 6. The rock
drilling rig 1 may comprise a hydraulic system 13 that
includes a hydraulic pump 34, hydraulic channels, a tank, and
necessary control means, such as valves and the like. The
hydraulic system 13 may be a drilling hydraulic system, to
which actuators 15 necessary for moving the drilling booms
3a, 3b and the rock drilling machine 6 are connected. The
rock drilling rig 1 also comprises one or more control units C
arranged to control the systems of the rock drilling rig 1. The
control unit C may be a computer or a corresponding control
device comprising a processor, a programmable logic or any
other control device suitable for the purpose, to which it is
possibleto set at least one control strategy, according to which
it carries out controlling independently or in cooperation with
the operator. The control unit C may be in connection to the
control system 29 of the mine, from which it is possible to
transmit drilling patterns, information about drilling sites and
transfer drives, route information, and other instructions and
information for the purpose of operating in the mine.

The rock drilling rig 1 is positioned at a drilling site P for
drilling one or more boreholes. Typically, the drilling is done
according to a pre-drafted drilling pattern. When the tasks
defined for the drilling site P have been completed, the rock
drilling rig 1 is transferred away from the drilling site P to a
new drilling site or somewhere else, for instance to be ser-
viced. The rock drilling rig 1 is provided with drive equip-
ment 16 which does not include a combustion engine, i.e., it
is combustion-engine-free. Instead, the drive equipment 16
includes one or more electric motors M, which generate the
power required in the transfer drive. The electric motor M
may be connected to a gearbox 17, from which rotating power
is transmitted through shafts or corresponding power trans-
mission members 18 to one or more wheels 19. The energy
required in the transfer drive may be charged to an energy
storage B, which may be a battery, for instance. The drive
equipment 16 may additionally include one or more control
devices S and one or more brake resistors 20.

FIG. 1 also shows a manual control element 30, by which
the operator may transmit a request on driving speed and
power to the control unit C, which controls the electric drive
system on the basis of the transmitted request. The control
element 30 thus constitutes part of the user interface of the
control unit C. The control element 30 may comprise a
mechanical structure or it may be implemented by software
on a display or in a corresponding manner.

The rock drilling rig 1 may further be provided with a
liquid cooling system 21, by which it is possible to cool the
electric components K included in the drive equipment 16,
which means that thanks to the cooling, they may be loaded
more during the run.

FIG. 2 illustrates drive equipment 16, in which the electric
motor M may be coupled through an anti-slip transmission
path 22 directly to the gearbox 17, which may include one,
two or more gears in the driving direction and correspond-
ingly in the reverse direction. The rotation torque may be
transmitted from the gearbox 17 to wheel shafts 24 by means
of shafts 23. An angle drive 25 or the like may be arranged
between the shafts 23 and 24. In that case, between the wheels
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19 and the electric motor M, there is mechanical anti-slip
transmission. The electric motor M may also be used for
braking. Inlong-term braking, the electric motor M may serve
as a generator and convert kinetic energy of the carrier 2 into
electric energy when driving down the drive ramps in the
mine, for instance. Generated electric energy may be charged
to an energy storage B and thus recovered. Excess electric
energy, which cannot be utilized, may be converted into ther-
mal energy in the brake resistor 20. The drive equipment 16
further includes a control device S, which may comprise a
frequency converter, by which the rotation of the electric
motor M may be controlled steplessly both during driving and
braking. The electric drive system may further comprise other
necessary electric control devices for controlling electric cur-
rents.

The operator may control the moving of the carrier 2 for-
ward and backward by giving a speed request with the control
element 30 to the control unit C. Further, when the control
element 30 downsizes the speed request, the drive equipment
16 decelerates the speed of the carrier 2 without needing to
use the brakes. When the carrier 2 is positioned, the control
element 30 may change the value of the speed request to zero,
in which case the drive equipment 16 maintains the carrier 2
stationary.

The rock drilling rig 1 may be provided with one or more
measuring devices A-A3 to determine the speed of the carrier
2. The rotation of a rotating component in the drive equipment
16 may be measured with the measuring device A. The mea-
suring device A may be a pulse sensor, for instance, arranged
to the gearbox 17 or a shaft. The measuring data is transmitted
to the control unit C that calculates the speed of the carrier. It
is also possible to define the speed of the carrier 2 by using
other measuring devices. The measuring device A2 may be a
radar that determines the speed in relation to the driving
surface, the wall surfaces or ceiling of the mining tunnel.
Further, a measuring device A3 can be used that is connected
to an external reference point to determine the speed. The
measuring device A3 may then have a data communication
link to base stations, satellites, or radio beacons.

FIG. 2 shows, marked with broken lines, yet another alter-
native embodiment, in which the electric drive motor is rig-
idly coupled to the power transmission means. In connection
with the shaft 24 on the left, there are wheel-specific electric
pole motors M1 which may have the necessary gearbox con-
nected thereto. Further, rotation torque may be provided to
the shaft 24 by means of one common electric drive motor
M2.

FIG. 3 is a diagram illustrating a possible implementation
of the electric drive system. The drive motor M may be a
short-circuit motor controlled by a frequency converter. The
drive motor M is connected to the traction wheels 19 with a
mechanical anti-slip power transmission path 22. For the sake
of clarity, FIG. 3 does not show a gearbox or other elements
related to power transmission. An internal control circuit 31
of'the frequency converter is marked in the figure by a dashed
line. Graphical symbol 32 illustrates the fact that with the
frequency converter, it is possible to control the rotating elec-
tric field of the drive motor M. A selectionunit 33 provides the
control circuit 31 with a reference value for the rotation rate of
the drive motor M. The operator may affect the size of this
reference value with the control element 30. Further, it is
possible to affect the reference value with a system controller
34 that may be a constant-speed controller with which the
control system controls the speed. Information on the mea-
sured actual speed is also transmitted to the selection unit 33.
The driving power transmission may have a measuring device
A, such as an angular speed sensor, the signal of which is
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converted into distance, which is illustrated by box 35. The
reference value of the targeted location or transition is shown
by box 36. Box 37 is a positional controller that comprises a
limit value for the speed of the rock drilling rig. The positional
controller 37, too, is connected to the selection unit 33. The
diagram also has box 38 for entering a torque reference value,
which is in practice a current reference value for the control
circuit 31. With this torque or current reference value, the
control system allows or limits the maximum torque refer-
ence value as required, for instance according to the heating
up of a component. The control circuit 31 regulates the con-
trol system so that the load torque and drive motor torque are
always the same.

In this application, a frequency converter refers to a control
device by which the rotation rate of the electric drive motor
can be controlled in a stepless manner. The frequency con-
verter may be an inverter or it may be a DC/AC converter,
which controls the running of the electric motor.

FIG. 4 is a simplified diagram illustrating the positioning
according to the invention. The issues presented in the figure
are described in chapter “Brief description of the invention”.

FIG. 5 illustrates situations, in which the drive equipment
of the invention is especially useful. For a transfer drive 39,
the control system may comprise a constant-speed controller
that maintains constant speed and facilitates the work of the
operator. When driving uphill 40, the control system keeps the
speed set even though the torsional load directed to the trac-
tion wheels increases. In downhill 41 driving, the device, in
turn, tries to increase the speed, but then the drive motor
decelerates and prevents the speed from increasing from the
set rate. When driving over an obstacle 42, the system permits
good control of movements and, thus, precise driving. When
driving on an uneven ground 43, it is possible to avoid sudden
movements of the carrier when the force opposing the
advance of the carrier diminishes suddenly. The carrier may
also be moved on the basis of a precisely entered distance
value 44, whereby the carrier may be driven even 1 cm at a
time.

FIG. 6 shows one possible user interface of the control unit
C having one or more display devices 45. The speed 46 of the
rig and possible speed ranges 47 and speed limits can be
displayed to the operator on the display device 45. Further, the
display device 45 may display information related to drilling,
such as the drilling pattern that may define the locations,
numbers, and directions of the boreholes to be drilled, as well
as the exact location of the drilling site as coordinates, for
example. The user interface may have selection elements,
such as push buttons 49, the use of which makes the drive
equipment move the carrier a predefined distance. Further,
speed and distance information may be provided to the con-
trol system by electric control elements 30 that the operator
uses manually. The user interface may also have selection
elements 50 for selecting different speed ranges. It is then
possible to select a specific drive mode for positioning, in
which the moving of the carrier may take place more pre-
cisely and in a more controlled manner than in a drive mode
intended for the transfer drive.

FIG. 7 illustrates the positioning of the rock drilling rig 1 to
a drilling site P for drilling a set of boreholes in fan-form.
Information on the drilling site P and drilling pattern 48 may
be transmitted from the control system 29 of the mine to the
control unit C. The drilling pattern 48 may define the naviga-
tion plane 51 that defines the location of the pattern in the rock
cavern. The position of the rock drilling rig 1 may be defined
by measuring with the help of a scanner A2 the location of the
surfaces in the rock cavern in relation to the rock drilling rig,
or the position may be defined by receiving a signal from a
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transmitter 52 to a receiver A3. The operator may then be
shown the distance to the planned navigation plane 51 on the
display device. The mining vehicle may also have means for
dead reckoning, in which case it continuously measures the
direction and distance. The mine may have peg numbers 53,
that is, distances from a predefined reference position. It is
also possible to define the distance to the navigation plane 51
with these peg numbers 53. A location 54 may be defined in
advance in the mine, where the carrier shifts to positioning
drive. FIG. 7 also shows that the control system 29 of the mine
may comprise data elements 55, with which it is possible to
affect the speed used in positioning and transfer drives, for
instance. When the position of the rock drilling rig 1 is known
in the mine, the speed may be set below the maximum
allowed speed that may be defined in a maximum speed data
element 56, to which data element 56 the different allowed
speeds in different sections of the mine are defined. The rock
drilling rig 1 may also be equipped with a tilting sensor 57 to
detect sudden longitudinal tilt and sway of the carrier 2. These
movements can be compensated by controlling the drive
power transmission 16 with the control unit C to provide
suitable counter-forces.

It may also be possible to use the above-mentioned drive
equipment for transfer drives. A solution suitable for transfer
drives comprises the following features: driving the rock
drilling rig by means of a combustion-engine-free drive
equipment, in which the required rotation torque is generated
by at least one electric drive motor which is controlled by at
least one control device and from which the rotation torque is
transmitted over a transmission connection to at least one
traction wheel; entering into the user interface of the control
unit a speed request to the control device that sets a reference
value for the control device for adjusting the rotating rate of
the drive motor and for implementing the speed request;
transmitting the rotation motion of the drive motor over a
rigid transmission connection to the traction wheel; measur-
ing the actual rotating rate of the drive equipment and defin-
ing the speed of the rock drilling rig; comparing the obtained
speed with the speed request; and adjusting the control value
of the control device to set the speed to correspond to the
speed request.

Although the drive equipment of the rock drilling rig is
completely without a combustion engine, the carrier of the
rock drilling rig may have a reserve power unit that may
comprise a combustion engine. This combustion engine
drives a generator for producing electric energy. The reserve
power unit is not, however, included in the drive equipment,
and it is only intended for use in special situations, for
instance when the battery is flat or damaged.

In some cases, features disclosed in this application may be
used as such, irrespective of other features. On the other hand,
features disclosed in this application may, if required, be
combined to form various combinations.

The drawings and the related description are only intended
to illustrate the idea of the invention. Details of the invention
may vary within the claims.

The invention claimed is:

1. A rock drilling rig, comprising:

a movable carrier having a plurality of wheels,

combustion-engine-free drive equipment for driving the
rock drilling rig, which drive equipment comprises at
least one electric drive motor, at least one control device
for controlling the electric drive motor, and power trans-
mission members between the electric drive motor and
at least one traction wheel,

at least one boom movable in relation to the carriage,
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at least one rock drilling machine arranged on the at least

one boom,

at least one control unit that has auser interface for entering

a speed request,

a mechanical anti-slip transmission connection between

the electric drive motor and the traction wheel, and

at least one measuring device for determining the speed of

the rock drilling rig,

wherein the control unit has a control strategy, according to

which the control unit is adapted to adjust the electric
drive motor by means of the control device so that the
ratio of the speed to the speed request remains constant
regardless of the changes in torque load directed to the
traction wheel and caused by an uneven or sloped driv-
ing surface, and

wherein the highest allowed speed for the rock drilling rig

is given to the control unit, the control unit is adapted to
control the drive equipment so that the speed is always
below the highest allowed speed, and the control unit is
adapted to detect the highest allowed speed on at least
one section of the mine by taking into consideration the
location of the rock drilling rig and a maximum speed
data element, into which data element the highest
allowed speed of at least one section of the mine has
been defined.

2. A rock drilling rig as claimed in claim 1, wherein the
transmission connection is anti-slip in both driving directions
of the rock drilling rig, whereby the movement of the rock
drilling rig into a first driving direction always requires that
the electric drive motor rotate in a first direction and, corre-
spondingly, the movement of the rock drilling rig into an
opposite, second driving direction always requires that the
electric drive motor rotate into an opposite, second rotation
direction, and

wherein the control device for controlling the electric drive

motor is a frequency converter, whereby the electric
drive motor has stepless rotation rate and torque control.

3. The rock drilling rig as claimed in claim 1, wherein the
drive equipment comprises at least one sensor for detecting
the rotation of at least one component in the drive equipment,
the control unit is adapted to determine the distance traveled
by the rock drilling rig on the basis of the measuring infor-
mation and the dimension of the traction wheel, and the
control unit has a user interface for displaying distance infor-
mation to the operator.

4. The rock drilling rig as claimed in claim 1, wherein the
drive equipment comprises at least one sensor for detecting
the rotation of at least one component in the drive equipment,
the control unit is adapted to determine the distance traveled
by the rock drilling rig on the basis of the measuring infor-
mation and the dimension of the traction wheel, the control
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unithas auser interface for displaying distance information to
the operator, the user interface of the control unit has at least
one manual control element for providing a transfer move-
ment distance request manually to the control unit, and the
control unit is adapted to control the electric drive motor to
implement the defined transfer movement.

5. A rock drilling rig as claimed in claim 1, wherein the
drive equipment comprises at least one sensor for detecting
the rotation of at least one component in the drive equipment,
the control unit is adapted to determine the distance traveled
by the rock drilling rig on the basis of the measuring infor-
mation and the dimension of the traction wheel, the control
unithas auser interface for displaying distance information to
the operator, the user interface of the control unit has at least
one manual control element, in which a transfer movement
distance value is defined in advance, and one instance of use
of'the control element generates an actual transfer movement
of the rock drilling rig with the distance value defined in
advance in said control element.

6. A rock drilling rig as claimed in claim 1, wherein the
control unit comprises at least two selectable speed ranges,
the first speed range is for transfer drive between drilling sites,
and the second speed range is for positioning at the drilling
site.

7. A rock drilling rig as claimed claim 1, wherein the user
interface of the control unit has at least one manual control
element, the deflecting movement of which is of a size pro-
portional to the size of the speed request transmitted to the
control device controlling the electric drive motor, and the
actual response of the electric drive motor to the deflection
movement of the manual control element is different for a
transfer drive at high speed and for a positioning drive at low
speed.

8. A rock drilling rig as claimed in claim 1, wherein the
rock drilling rig is equipped with at least one tilting sensor to
detect a sudden longitudinal tilt and sway of the rock drilling
rig, and the control unit is arranged to control the drive power
transmission to compensate for the detected movement.

9. A rock drilling rig as claimed in claim 1, wherein the
drive equipment comprises at least one pulse sensor that
generates pulses as at least one component belonging to the
drive equipment rotates, and the rotation of the electric drive
motor is controllable with an accuracy of up to one generated
pulse.

10. A rock drilling rig as claimed in claim 1, wherein the
mechanical transmission connection comprises at least one
gearbox that the electric drive motor is adapted drive.

11. A rock drilling rig as claimed in claim 1, wherein the
electric drive motor is an electric hub motor arranged directly
on a shaft of the traction wheel.
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